
Standard Racks 
Knock-Down Angle Rack Specifications

506-M Mini 26" 21" 36" 6 pan 22
506 End Load 26" 21" 68" 6 pan 35
509 End Load 26" 21" 68" 9 pan 35
512 End Load 26" 21" 68" 12 pan 35
520 End Load 26" 21" 68" 20 pan 35
505-M-T Table Top 26" 21" 25" 5 pan 18
518-S Side Load 18" 281/2" 68" 18 pan 35
520-S Side Load 18" 281/2" 68" 20 pan 35
R518 Roll-in 26" 21" 64" 18 pan 35

Welded models available.

Angle Rack Specifications

612 End Load 27" 21" 671/8" 12 pan 85
620 End Load 27" 21" 671/8" 20 pan 100
R611 Roll-in 261/4" 205/8" 643/4" 11 pan 50
R618 Roll-in 261/4" 205/8" 643/4" 18 pan 60
R626 Roll-in 261/4" 205/8" 643/4" 26 pan 75

Channel Rack Specifications

733 End Load 273/8" 21" 571/4" 33 pan 65
741 End Load 273/8" 21" 691/4" 41 pan 70
733-S Side Load 191/8" 291/8" 571/4" 33 pan 65
741-S Side Load 191/8" 291/8" 691/4" 41 pan 70

Closed-side Rack Specifications

822 End Load 273/8" 21" 403/4" 22 pan 70
841 End Load 273/8" 21" 691/4" 41 pan 88
822-S Side Load 21" 273/8" 403/4" 22 pan 70
841-S Side Load 21" 273/8" 691/4" 41 pan 88
R836 Roll-in 273/8" 21" 641/2" 36 pan 79

Universal Angle Rack Specifications

612-U Universal 27" 21" 69"    12-24 pan 95
620-U Universal 27" 21" 69" 20-40 pan 110
R611-U Roll-in 261/4" 201/2" 643/4" 11-22 pan 65
R618-U Roll-in 261/4" 201/2" 643/4" 18-36 pan 70
Designed to hold 18" x 26" or 18" x 13" sheet pans and/or 12" x 20" 

steam table pans in 2", 4" or 6" depths

Oval Tray Rack Specifications

108 Oval Tray 26" 26" 70" 8 pan 36
110 Oval Tray 26" 26" 70" 10 pan 40

Extra wide 31/4" tray glides, holds trays 22" x 26 7/8"

Pan Stop PS

Pan Flaps for Transport PF

Personalized Embossment EMB

Corner Bumpers B

Full Perimeter Bumpers PB

Wheel Brakes (set of 2) WB

Heavy-duty Casters (set of 4) 5x2

Tall Rack Cover (21" x 28" x 62") 900025

Freezer rack cover (24" x 28" x 65") 900013

Solid Panel Rack Cover with Window (23" x 28" x 62") 900020

NOTE:  Rack options are not available on the Knock-down Angle Racks and
there are limited options available on Specialty Racks. Contact 
factory for details.

Piper Products, Inc.
300 S. 84th Avenue
Wausau, WI 54401
800-544-3057
Phone: 715-842-2724
Fax: 715-842-3125
www.piperonline.net

© 2004 Piper Products, Inc. 

Rack Options
Model # Description Length Width Height Pan

Capacity
Ship 

Weight (lbs)

Specialty Racks 

Knock-down Racks

Angle Racks

Channel Racks

Closed-side Racks

Universal Angle Racks

Oval Tray Racks

Nesting Racks

Can Racks

Cup & Glass Racks
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Model # Description Length Width Height Pan
Capacity

Ship 
Weight (lbs)
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Limited Warranty. Piper Products warrants to the original
purchaser parts and labor for a period of twelve (12) months 
from the date of purchase. See manufacturer’s complete warranty
for details.

It is our policy to build equipment which is design certified by
Underwriter Laboratories and the National Sanitation Foundation.
However, a continuing program of product improvement makes 
it necessary to submit new models to the agencies as they are
developed. Consequently, all models may not bear the appropriate
labels at all times. Specifications subject to change, information
not for design purposes. 
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Nesting, Can & Glass Rack Specifications

618-N *Nesting 27" 21" 63"      18 pan 80
304        **Can 351/4" 253/4" 43"      72 cans 40
309        **Can 35" 251/2" 76"   162 cans 53
208      ***Glass 22" 24" 70" 8 racks 35
210      ***Glass 22" 24" 70"      10 racks 38

*Designed to hold 18” x 26” or 18” x 13” sheet pans   
**Designed to hold #5 and/or #10 cans    ***Designed to hold 20” x 20” racks

Portable Food TablesPortable Hot BoxesCook & Hold OvensUtility CartsProofersCountertop OvensHolding Cabinets

Angle Racks Mobile Bins Hot Food Tables Oven/Proofer
Combinations

Mobile Plate
Dispensers

Barbecue Machines Heated Cabinets Buffet/
Serving Lines

Visit www.piperonline.net to discover our complete line of foodservice equipment solutions!
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Supertrap
Page is trapped with Supertrap 3.0.57
Copyright 2002 Heidelberger Druckmaschinen AG

To view traps, delete traps or to get detailed trapping information, please download free Supertrap Viewer Plug-In from:
http://www.heidelberg.com

Settings:
Width: 0.080 mm  =  0.227 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: yes
Image to Image Trapping: yes
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 12.0pt
Overprint Black Strokes: no
Overprint Black Graphics: no
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